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TECHNINIS DUOMENŲ LAPAS

VA63 - ANTISCRATCH CLEAR COAT FOR TOUCHES-UP

Acrylic transparent paint, with rapid drying, particulary good for the finishing of small details and the

partial renovation of vehicles. Classified “special finish” in compliance with the 2004/42/EC.

It is easy applied, has an excellent flow, gloss and resistance to chemical and atmospheric agents.

SUPPORTS 

Solvent or waterborne basecoat 

PREPARING 

Wait for the flash-off period of the basecoat  

Clean using an anti dust cloth, then apply the product.  

Catalysis ratio (in volume): 2 parts of clearcoat + 1 part of hardener;  

Dilution: 0-10% in volume with acrylic or universal thinner.  

Mix well the components.  

POT LIFE: >1 hour at 20°C.  

Viscosity of application at 20°C: 17-19’’ CF 4  

Note: There are different types of catalyst. slow, normal, fast and extra fast. We advise you to use the  

catalyst for extra fast only in partial reconstructions. 

APPLICATION 

Spray-gun nozzle: 1.3 - 1.4 mm.  

Spraying pressure: 2.5 - 3 atm.  

Number of coats: 2  

Important: apply the first coat lightly loaded and the second more loaded, interspersed with 10 minutes.  

Suggested thickness: 50-60 microns 
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The information and data contained in this technical data sheet are based on the acquired measurements and experience; in good faith, they are put at the 

customer’s disposal who is responsible for verifying the application and for the definition of suitability thereof for the intended use. INTEC assumes no 

responsibility for the results obtained in the specific application made by the user. 
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TECHNICAL DATA SHEETS - follows 

DRYNG-PROCESS 

AIR DRYING; 20°C:  

Out of dust: 30-40 min.  

handling: 5 - 6 hours  

in deepness: 24 hours  

OVEN DRYING:  

wait 5 - 10 minutes for the flash-off time  

drying 20 - 25 min. at 60°C  

After drying process, wait the car has come back to room temperature before handling. 

INFRARED:  

wait 6 - 8 minutes after application at low potential  

drying for 12-15 min.,at 70 - 80 cm.  

Always make reference to the technical data sheets of the lamps supplier 

TECHNICAL FEATURES 

SPECIFIC WEIGHT: 970 ± 20 g/l  

COLOUR: colourless  

THEORETICAL YIELD: 7-8 m ² /l per 50 micron dry  

SHELF-LIFE: keep in a fresh and dry place, far from heating points 
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